(8)

Standard
4-Way cassette with R32

The 4-way standard Standard cassette unit can be housed in the ceiling ceiling
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completely up to the distribution panel. The unit offers individual air

conditioning for one zone via four-way exhaust. The heating operation is

possible to an outdoor temperature of -15 ° C. This range of indoor units are

combines with the versatile range of outdoor Monozone split units.
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Benefits
and features

Indoor unit RAI-25RPE * RAI-35RPE * RAI-50RPE RAI-60RPE
Nominal cooling capacity * (control option) kw 2.5(0.9~3.0) 3.5(0.9~4.0) 5.0 (1.2~5.8) 6.0 (1.2~6.5)
Nominal heating power 2 (possibility of regulation) kw 3.5(0.9~5.0) 4.8 (0.9~6.6) 6.0 (1.2~6.8) 7.0 (1.20~8.00)
Energy efficiency class of cooling / heating A+/A A+/A A++ [ A++ A++ [ A+

SEER / SCOP (Central Climate Zone) w/w 5.70/3.80 5.80/3.80 7.30/4.60 6.50/4.20
Connecting piping dimension (liquid / gas) inch 1/4" /3/8" 1/4" /3/8" 1/4" [ 1/2" 1/4" [ 1/2"
Dimensions (H x W x D) mm 285 x 580 x 580 285 x580 % 580 285x570x570 285x570 %570
Sound pressure level ® Cooling dB(A) 25-29-32-35 26-29-34-39 29-35-39-43 29-35-39-43
Super low - low - medium - high * Heating dB(A) 27-30-33-36 29-32-36-40 30-36-40-44 30-36-40-44
Sound power level dB(A) 50 58 58 56

* Preliminary data

Outdoor unit RAC-25NPE * RAC-35NPE * RAC-50NPE RAC-60NPE
Dimensions (H x W x D) mm 570 x 750 x 280 570 x 750 x 280 750 x 850 x 298 750 x 850 x 298
Sound pressure level (cooling | heating) * dB(A) 46/46 47/49 50/53 50/53

Sound power level dB(A) 65 65 65 65

Operating range of cooling °C -10 ~ +43°C -10 ~ +43°C -15~+46°C -15 +43°C
Operating range of heating °C -15~+21°C -15~+21°C -15~+24°C -15 +24°C

* Preliminary data

Refer to page 63 for default values
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