TKVT1026N/3A - DIESEL AND ELECTRIC EN 12845 FIRE-FIGHTING PUMP SETS WITH VERTICAL TURBINE PUMPS

Pumped liquid temperature range: from 0 °C to +40 °C - Ambient temperature range: from +4 °C to +40 °C
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and density equal to 1000 kg/m?. Curve tolerance according to ISO 9906.

ELECTRIC PUMP + DIESEL ENGINE-DRIVEN PUMP + JOCKEY PUMP MODULE
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DAB PUMPS reserves the right to make modifications without notice
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TKVT1026N/3A - DIESEL AND ELECTRIC EN 12845 FIRE-FIGHTING PUMP SETS WITH VERTICAL TURBINE PUMPS

ELECTRIC PUMP MODULE
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DIESEL ENGINE-DRIVEN PUMP MODULE

A B
MODEL A s B . C|H|H|P|S | L|[H Al |B1|H3|DNM
1KVT10 26N/3A - ELECTRIC PUMP + DIESEL ENGINE-DRIVEN PUMP + JOCKEY PUMP MODULE | 1620 | 2243 1957 | 140 | 1762 | 1702 | 1197 2000 | 3057 150
1KVT10 26N/3A 75 400/50 - ELECTRIC PUMP MODULE 1140 | 2036 | 730 | 730 | 140 | 1600 | 1702 | 1197 | @ 214 | 2000 | 3057 150
1KVT10 26N/3A 73,5 400/50 - DIESEL ENGINE-DRIVEN PUMP MODULE 1620 | 2243 | 725 | 727 | 140 | 1762 | 1617 | 1197 |0 214 | 2000 | 3057 | 335 | 400 | 1037 | 150

The L and H1 values depend on the selected axis line (L

| | 7 different axis line lengths available on request

DAB PUMPS reserves the right to make modifications without notice.
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